EQ. EQ.

ACCESSIBLE SIGN POSTS
[DETAIL #10426—1

SEE TYPICAL SIGN POST INSTALLATION
o

SIDEWALK OR CURB LINE

TYPICAL 4" WIDE PAVEMENT|ACCESS
LANE STRIPING AT 24" O.C.

¢ TYPICAL 4" WIDE PARKING STRIPING.

18'—6" MIN

ACCESS AISLES SHALL BE AT| THE SAME LEVEL AS THE PARKING SPACES
THEY SERVE. CHANGES IN LEVEL ARE NOT PERMITTED.

/N

ACCESS AISLES SHALL ADJOIN AN ACCESSIBLE ROUTE.

SLOPES NOT GREATER THAN [1:48 SHALL BE PERMITTED.

9’—0" MIN 8'—0" MIN 9’—0" MIN
7 7 7 7
FOR EVERY SIX OR FRACTION OF SIX PARKING SPACES REQUIRED BY

ADA ACCESSIBLE PARKING AIS LE AT LEAST ONE SHALL BE A VAN 'SPARKING SPACE.
/™ WIDTH FOR VANS

\_/ SCALE: 1/4'=1-0"

11:22

07\15\08

ADA ACCESSIBLE PARKING WIDTH — VAN.DWG
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